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UT250-P-H (C) Fit& A A

Contactor Specification

1 LREBIESH Coil Rating

at 23 C
e L WG FLER PR T 4 el FL e ThFE
Nominal Voltage | Pick—up Voltage | Drop—out Voltage | Coil Resistance Coil Power
Vd. c. Vd. c. Vd. c. Q W
o a Tl (<
. 8~9 6~7 3.0X (1£10%) 100ms) #J 40W;
% 9’
(12/24V ) Bk 2. 5

2 fhSZS# Contact Specification

2.1 FfEEL Contact Arrangement: 1ZH%JF 1 SH .

2.2 FfphSAEl Contact Material: #8%4R Silver—plated coppers

2.3 $EfHE Contact Resistance: <0.5mQ (%K 0.2mQ) (at 6 Vd.c. 20
A) (Y3 Four Probe Method) .

2.4 HUEH Rated current: 250A. .

2.5 ZiEHE Rated voltage: 12-1000 Vd.c. .

2.6 H/NEHTE Min. Applicable Load: 12Vd.c. 1A .

2.7 ®ARVJHH]E Max. Contact Voltage: 1000 Vd.c .

2.8 ‘HEhfih S Auxiliary Contact Arrangement: 1ZH%JF 1 SH .

2.9 HBhfil S B KHLR Auxiliary Contact Maximum current: 30Vd.c. 2A /
125Va. c. 3A .

2.10 AfBEhfk S &/ DV Auxiliary Contact Minimum current: 8Vd.c. 100mA .
2.11 fBhf Sl dfH . Auxiliary Contact Resistance: <<100mQ .

3 Z#fn Life

3.1 M AM Electrical Endurance

AR NN = . N J
szt | PR PRI |y | REAR
i Contact : Ambient Flectrical
Version . Contact Rating ON: OFF
Material Temperature Endurance
FATE SR o -
. 10" Ve
SH B AR Resistive Load R 'T%ﬁm ¢ 1s:9s 1 (IO;A
950A 450 Vd.c. | |oom temperature ops
L G — -
3 10" Ve
SH HPE AR Resistive Load Room Tﬁ;ﬁnr fur 1s:9s 3( H);A
950A 750 Vd.c. | oM temperature ops
SH PR BEL A 7 38% i Is:9s 110" K
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Resistive Load | Room Temperature (ops)
150A 1000 Vd. c.

E: AREMESSNEEERITR, EHRANIHRERF, SRRk EZNARTIRIIEE, R ASEERDT S
I e IR FF S PRE T GEBZEAES LE— G U F e 7= i ok 1f, DB EERD
3.2 WMLBEI A% Mechanical Endurance

2y ARty fih 25571 2K, W JE T L BRI A
Version Contact Rating | Ambient Temperature | ON: OFF | Mechanical Endurance
T AR (] 5\
: X R
SH No load Room Temperature Is:1s 210" 7% Cops)

3.3 MMM Current carrying capacity

250A 300A 400A 600A 1000A 1500A

Frak 2h 20min 30s 10s 0. 6s

4 282 WH Insulation Resistance

4.1 Wil S B S B %5 v 2 [A] Between terminals of each opened contact
circuit: =1000 MQ (1000 Vd.c.) .

4.2 FrA il S HEER S w5 g k8 5| i 2 [8] Between all contact circuit
terminals and all coil terminals: =1000 MQ (1000 Vd.c.)

5 AMEIME Dielectric Strength (JiHLJA Leak Current:l mA )

5.1 WroTfih & BB 4% 5] Ui 2 [7] Between terminals of each opened contact
circuit:_=2500 Va.c. (50/60 Hz 1 min) (GEHAE<ImA)

5.2 BT b 55 HLE 5] H v 5 T A 26 B8l 5| Hi i 2 [F] Between all contact circuit
terminals and all coil terminals: =2500 Va.c. (50/60 Hz 1 min) (RHER<
ImA) .

6 BHaEZ% Time (FEHJE N At Nominal Voltage)

6.1 ZNEFTE] Operate Time: <<30ms.
6.2 B A] Release Time: <<10ms.
6.3 [AlBkIF[A] Bounce Time: <5ms.

7 ¥83h Vibration

faett: XURME 1.5 mm, $Z 10 Hz~500 Hz, ST 1N, P& R
1) VT - B - [l 26 1) A 65 B TR S AN R ek 100 1 s
Functional:10 Hz ~ 500 Hz, 1.5 mm double amplitude, 1 hour Per

Cross—axis.No opening or closing of any closed or opened contact circuit

respectively shall exceed 100 us.

8 ™ Shock
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8.1 %2 M: Functional

196 m/s” (JKMHRFEEITE] 6 ms) , 6 IR (EAMHE BRI RE—ANT718 6 X,
L 36 IR), A [ % %) W Bl B % (1 Pk T) S AN I 100 1 s

196m/s*(Duration 6ms), 6 shocks (six ops in both directions of each of
the three mutually perpendicular axes, totally 36 ops), No opening of any
closed contact circuit of no closing of any opened contact circuit shall
exceed 100 u s.
8.2 ¥ Destructive

I EE 490 m/s” CRKRREERTR] 6 ms)

Acceleration 490 m/s’(Duration 6 ms).

9 f#i %A% Operating Condition

9.1 JEJ¥ Temperature: -40°C ~ 85°C .

9.2 SE Humidity: 5% ~ 95%

9.3 “ZIJ7 [\ Mounting Direction: fE& Free o

10 i ##ric Ordering Informatio

UT 250 -p -H(C)

O @ ® @ ®
O N EHARES UT : SR YT AR 38 3 RE VR R A PR A 7]
@ EfiTAUE TR 250: 250A

o - P: ZE[E ANy 9Vd. c. ~36Vd. . CEJ
© Sl 12Vd. c. f124 Vd. c. i@H)

@ i SR He 4% T R A i

® C C: C R

11 FPEE45% Configuration

11.1 #MEE Outline dimension
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o
g?; H
64.85
80.3
68.3
——M8 SMELL
e J1568-10N « M

@5.8

%69 LA JHE2-3. 5N « M

E #5 HZK3004 10mm, £8520AWG.
11.2 4K Wiring diagram

| Ble—TiL—pB) |
M e—T T Lo A7
Y _D—O—xz

Y. AL. A2 N ER, +X1 (L) . X2 (B NN, Bl (KELL) .
B2 CIRZR) i s, S ottt 2RI, Sl s e E.
11.3 2547 Installation hole bitmap

oD
/?/ 68. 340. 25 &‘)
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e PR AME RS R RS A Z I R RPAT
Note: All unspecified tolerance(including outline dimension) according

to following table.

FEANE RS R RS A %
Outline dimensions hadn’t specified tolerance
HME R N
Outline Dimensions Tolerance
<10 +0.3
10~50 +0.5
=50 +0.8

12 HAhyiBH Others

12. 1 @EGAEIRMEIA S5 AT DA Rl g, AP S o) 253G i il s S AR TS5 2
BRAEZA . To avoid using Contactors under strong magnetic field because
it will change the parameters of Contactor such as pull—-in and drop—out
voltage.
12.2 XPAMEME, AFTREVEE Al SR N AU, NS ra e
LR, M, 27 BARYE BARR AT AT in B 5 AL ECH ™ i, A BN, 3
5 RFEIER 3R 5 2 FHEOR SR . A W Rk Y SR %5 P A 7. We could not
evaluate all the performance and all the parameters for every possible
application field and environment. Thus the user should be in a right position
to choose the suitable produce for their own application. If there is any
query, please contact Unitone for the technical service. However, it is the
use’ s responsibility to determine which product should be used only.
12.3 4y T IRFFEAM SR HITERE, THIE B A BBt e b g B2 B o b i . $EIR 5 AR
fih 23 @ WA F# . To maintain the performances of Contactors, please do not
make the Contactor drop or be shocked strongly. Suggest that the Contactors
dropped not be used.
12. 4 FURE N )& T RE S HUE 2 T AR e S IR BIFT461E . ALL the
performance data listed in the datasheet are the initial values tested under
standard testing condition.
12.5 R jiti  Environmental Protection

KAE P 554 RolS sk . Unitone products are all RoHS compliant.



